
With a wide range of different diamond core drills EibEnstock offers tailored solutions for 
diamond core drilling between diameter 3.5 and 450 mm. the comprehensive machine, drill and 
accessory program is not only convincing plumbers and electricians but also other craftsman all 
around the construction.
the PowerLine-series is a specially designed machine concept for series drilling and continuous 
use in the construction and civil engineering.

CharaCteristiCs of DiamonD Core Drills

motor

powerful, durable

• mechanical safety clutch*
 protection of the user

• electronic
 soft start*
 overload indication*
 temperature control*
 over current cut-off*
 constant speed*
 service indicator*

spindle connection

standard connection 
for all attachments and 
accessories

Dust extraction*/
Water supply*

integrated

additional handle

variable adjustment
on the collar

lock-on button

protection against 
accidental fixing

metal gearbox

long service life

* not present on all models

PUr-construction 
site cable*

for heavy duty use
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Ø181

33

the fast model for 
up to Ø 18 mm

Use:
– Wet drilling in natural stone, tiles, ceramics, porcelain, 

stoneware, glass, concrete

– blind or through holes for fitting connectors as well as 
gravestones and countertops

– Dowel holes

– tilers, stonemasons and installation companies

featUres:
– Electronic switch – stepless speed control

– optimal concentricity

–  stainless steel spindle

– integrated water supply

– Easy to service – shaft seals are easily replaceable

– Water supply control – on/off, stepless quantity 
control

– Low weight, ergonomic design – easy handling

– Centering device (accessory)

Diamond wet drill
enD 712 P

sPeCifiCations enD 712 P
Power input 700 W
Rated voltage 230 V ~
Rated speed 0-8000 rpm
no-load speed 11000 rpm

Max. drilling diameter full drill bits 12 mm
hollow drill bits 18 mm

spindle connection M 12 × 1.5 male
collar diameter 43 mm
Weight 2.6 kg 

order no. 03015000

supplied in a case incl. depth gauge,
jaw wrench SW 13/17

starter kit: centering device with drilling template, water 
suction hose with Gardena-Connector, diamond wet full drill 
bits 6/8 mm, sharpening block
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35910000

35811000

35812000

Diamond wet full drill bits

Diamond wet hollow drill bits

for concrete, tiles

for natural stone, tiles

material

for concrete, tiles

Length 150 mm, Ø 6-12 mm

Length 60 mm, Ø 3.5-12 mm

Length 60 mm, Ø 6-18 mm

Centering device with 
drilling template

Centering device with 
drilling template

Diamond wet full drill bits

Centering device with 
drilling template

Water tank
5 l plastic, incl. 4.0 m hose
with Gardena-connector 

10 l metal, incl. 3.5 m hose
with Gardena-connector

for Wet Drilling

Diamond wet drill
enD 712 P – aCCessories

Diamond drill bits see page 56

sharpening block
200 x 100 x 50 mm

a
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